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中国认可
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庐卡矗
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检验报告总表
GENERAL DESCRIPTION OF TeST 

委托单{
Client Unit 

Manufacturer 

阳水j+l iíñ 电气科技有限公司 e M
m阳

M
A

而
叫
"

样
"阳

抽

m
qu 

丽水州通电气科技有限公司 抽样日期
Sampling Date 

工程名称
Pr叫ect Name 

抽样方T
Sampling Mode 

检验地点
Test Place 

丰品名称、

型号及数占
Name, Catalog & 

Quanti 

样品编号
Serial No. of 

Samoles 

电力工业电力线路器材质量检验测试中心 抽样基数
Sampling Batch 

球头挂环 QP-3280
样品按收日期
Samples Receiving 

Date 
2020/10/14 3 套

20110534~20110536 样:. ，日接收状态
State of Samples 

元好

检验项目
Test Item 

外观、尺寸检测，热镀铐层厚度试验， 破坏载荷试验

结论
Conclusion 

受检样品外观、尺寸检测结果见第 2-"'3 页:热镀特层厚度试验结果符
合 DL/T 768. 7-2012 <<电力金具制造质量钢铁件热镀铐层)) 5.4 的要求:

破坏载荷试验结果符合 DL/T 759-2009 (<连接金具)) 4~ 

说明
Notes 

产品图样由委托单位提供。

编制:
Drafted By 

声明:
Statement 

伟 问 审核:马彪 忍心 批准:陶敬海"日价高
Ch叫 By -- l---'~- Appr叫 By \ 

l 、未经本中心书面同意，不得部分复制本检验报告〈全部复制除外);
This rep。叫 shall not be reproduced except in fu lI, without the written approval of the laboratory. 

2、有~IJ改或有更改痕迹的检验报告均为无效报告:
If the test rep。同 be changed or have change trace, it's not available. 

3、本检验报告只对受检样品负责:
This test report is only responsible for the test samples. 

4、受检单位对检验报告的申诉朋限为报告发送后 15 天止。
For objection to the result of this report , please present to the institute for the consigned test 
within 15 days upon the receiving date. 
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检验结果z
Test Results 

1. 外观检测结果z

判定依据

检测方法

样品名称
mp |样品编
.1 ~".I - ,::;: 

DL/T 759-2009 检测仪器

试验环境与条件

标准要产

目测

球头挂环
QP-3280 

符合要求

符合要求

标识应清晰可辨，表面应平整、光沽，不允许有毛刺、
201105361开裂和登层等缺陷:铮层应连续平泊，不允许有返酸黄斑|符合要、

渗出铐层等缺陷。

泊

一
对

备

一校 吴逝红 日期 12020/11/20 
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2. 只寸检测结果z

判定依据 产品图样

检测方法 狈Uj 霄'

样品名称 检测内容及要求值|
说明- - - -(mm) ，由、，飞唱唱，、_.、，

，圃.. - .. .. -‘…._-

φI 33 士 o. 75 

球头挂环| B 128土1. 0 1/ .J I~ .J I~ J 
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3. 热镀钵层厚度试验结果z

判定依据 DL/T 768.7-2012 

金测方法 DL/T 768.7-2012 

' 品名称
样品编号 标准要求

型号 〈 μm)

20110534 
到2头挂环 h01 1叫 单僻70
QP-3280 总体二三85

备注

校对

4. 破坏载荷试验结果z

试验设备 456 测厚仪 (TJ13814)

合温 23
0

C

(μ m) !试验结果
总体 步11)

124 

130 130 符合要求

136 

2020/11 / 20 许管诗

判定依据
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一
样

球头挂环

QP-3280 

备注

校对

5. 样品照片z
样品名称
型旦

DL/T 759-2009 

GB/T 2317.1-2008 

试验设备

试验环境
与条件

试验结果及说明

〈试件变形米破坏〉

主温 22.C

〈试件变形未破坏〉

〈试件变lf~未破坏〉 符合要求

马彪 日期 I 2020/11/20 

学品照片(标尺主刻度单位为分米〉 备注

4 

球头挂环
QP-3280 

以下无正文
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